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We present experimental studies on ion acceleration from ultrathin diamondlike carbon foils irradiated
by ultrahigh contrast laser pulses of energy 0.7 J focused to peak intensities of 5 1019 W=cm2. A
reduction in electron heating is observed when the laser polarization is changed from linear to circular,
leading to a pronounced peak in the fully ionized carbon spectrum at the optimum foil thickness of 5.3 nm.
Two-dimensional particle-in-cell simulations reveal that those C6þ ions are for the first time dominantly
accelerated in a phase-stable way by the laser radiation pressure.
DOI: 10.1103/PhysRevLett.103.245003 PACS numbers: 52.38.Kd, 41.75.Jv, 52.50.Jm, 52.65.Rr
The generation of highly energetic ion beams from laser-
plasma interactions has attracted great interest since the
pioneering work that was carried out 10–15 years ago [1–
5]. In the vast majority of previous studies, foil targets
ranging in thickness from a few to several tens of microns
have been irradiated by linearly polarized, intense
(1018–1021 W=cm2) laser pulses. Here, target normal
sheath acceleration (TNSA) was found to be the predomi-
nant mechanism leading to the emission of multi-MeV,
high-quality ion beams. In TNSA, protons are preferen-
tially accelerated from the nonirradiated surface of the
opaque foil, resulting in a continuous, exponential spec-
trum with cutoff energy up to 60 MeV [6]. By decreasing
the foil thickness to values only slightly above the decay
length of the evanescent field, an enhancement in the
acceleration of heavier ions was obtained recently [7].
The possibility to accelerate quasimonoenergetic ion
bunches has already been demonstrated within the TNSA
regime by restricting the ion source to a small volume
where the sheath field is homogenous [8–10]. However,
this method suffers from a very low conversion efficiency.
Recently, a new mechanism for laser-driven ion accel-
eration was proposed, where particles gain energy directly
from the radiation pressure (RP) exerted onto the target by
the laser beam [11–18], an idea that goes back to [19]. For
RPA to become dominant, a thin foil is irradiated by a
circularly polarized laser pulse at normal incidence. Owing
to the absence of an oscillating component in the ~v ~B
force, electron heating is strongly suppressed. Instead,
electrons are compressed to a highly dense electron layer
piling up in front of the laser pulse which in turn accel-
erates ions. By choosing the laser intensity, target thick-
ness, and density such that the radiation pressure equals the
restoring force given by the charge separation field, the
whole focal volume eventually propagates ballistically as a
quasineutral plasma bunch, continuously gaining energy
from the laser field. In this scenario, all particle species are
accelerated to the same velocity, which intrinsically results
in a monochromatic spectrum. As long as the electron
temperature is kept low, a phase-stable acceleration can
be maintained, and the process is expected to lead to very
high conversion efficiencies and ion energies scaling line-
arly with laser intensity under optimum conditions.
Despite the anticipated highly promising characteristics
of RPA, according to our knowledge experimental inves-
tigation of ion acceleration using circular polarization has
only been carried out at intensities smaller than 4
1018 W=cm2 and targets of several micron thickness irra-
diated at oblique incidence [20,21], thus being far off the
parameters necessary for radiation pressure to become the
dominant acceleration mechanism.
In this Letter, we present for the first time experimental
studies of ion acceleration driven by circularly polarized
laser pulses at significantly increased intensities of 5
1019 W=cm2, corresponding to a radiation pressure of
30 Gbar. Diamondlike carbon (DLC) foils of thickness
2.9–40 nm have been irradiated at normal incidence and
ultrahigh laser pulse contrast. When compared to the case
of linear polarization, we observe a pronounced decrease in
the number of hot electrons generated. While for linear
polarization the spectra of all ion species decay monotoni-
cally up to a certain cutoff value, a distinct peak of energy
30 MeV emerges in the spectrum of fully ionized carbon
ions at the optimum target thickness of ð5:3 1:3Þ nm and
circular polarization. Two-dimensional particle-in-cell
(PIC) simulations confirm that under these conditions
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C6þ ions are dominantly accelerated by the laser radiation
pressure at values up to 1021 m=s2.
The described experiments have been carried out at the
30 TW Ti:sapphire laser system located at Max Born
Institute, delivering 1.2 J of energy stored in pulses of  ¼
45 fs FWHM duration at a central wavelength of  ¼
810 nm. The relative intensity of prepulses and of the
amplified spontaneous emission (ASE) pedestal was char-
acterized by means of a 3rd order autocorrelator to be
smaller than 107 at times earlier than 10 ps prior to
the arrival of the main peak. In order to further enhance that
value, a recollimating double plasma mirror [22,23] was
introduced into the laser beam path, resulting in an esti-
mated contrast of 1011. Taking into account the mea-
sured 60% energy throughput of this setup, 0:7 J were
focused by an f=2:5 off axis parabolic mirror to a FWHM
diameter focal spot size of 2w0 ¼ 3:6 m. A peak inten-
sity of I0 ¼ 5 1019 W=cm2 was achieved, corresponding
to a normalized laser vector potential maximum of a0 ¼ 5
for linear and a0 ¼ 5=
ﬃﬃﬃ
2
p ¼ 3:5 for circular polarization.
To vary the laser polarization to circular, a mica crystal
operating as =4 wave plate was introduced into the beam
path behind the plasma mirror setup.
DLC foils of thickness d ¼ 2:9–40 nm and density  ¼
2:7 g=cm3 were placed in the focal plane at normal inci-
dence. Compared to other material available, DLC offers
unique properties for mechanically stable, ultrathin, free-
standing targets, such as exceptionally high tensile
strength, hardness, and heat resistance, owing to the high
fraction of sp3, i.e., diamondlike bonds of 75%. The
thickness of the DLC foils was characterized by means
of an atomic force microscope (AFM), including the hy-
drocarbon contamination layer on the target surface which
was present during the experiments. In addition, the depth-
dependent composition of the target was measured via
elastic recoil detection analysis (ERDA). From these mea-
surements we obtain a thickness of 1 nm for the hydro-
carbon contamination layer. Throughout this Letter we are
referring to the combined thickness of bulk and surface
layer as it appears in the actual ion acceleration experiment
presented.
To characterize the accelerated ions, a Thomson parab-
ola spectrometer was placed at a distance of0:5 m (solid
angle 1:14 107 sr) along the laser propagation, i.e.,
target normal direction. Ion traces were detected at the
back of the spectrometer by a CCD camera coupled to a
microchannel plate (MCP) with phosphor screen [24]. In
addition, a magnetic electron spectrometer (solid angle
2 104 sr) equipped with Fujifilm BAS-TR image
plates was positioned behind the target at an angle of
22.5 with respect to the laser axis.
The obtained maximum ion energies per atomic mass
unit plotted over target thickness d are shown in Fig. 1(a)
for linear and circular polarization. While linearly polar-
ized irradiation yields higher proton and carbon energies, a
strong dependence on initial foil thickness is visible in both
cases, with a distinct optimum at d ¼ 5:3 nm. Using cir-
cular polarization, the value of the optimum foil thickness
is theoretically expected to be given by the condition a0 ’
 [16]; i.e., the dimensionless laser vector potential a0
approximately equals the normalized areal density  ¼
ðne=ncrÞðd=Þ of the target. Here, ne stands for the electron
density, whereas ncr ¼ 0me!2L=e2 denotes the critical
density of the plasma with electron mass me and laser
carrier frequency !L. This prevision is in excellent agree-
ment with our experimental result of 3:5 ¼ a0 ’  ¼ 3:3.
At the optimum target thickness, maximum energies for
protons and carbon ions of 10 and 45 MeV are generated
for circular polarization, while linear polarization gives 13
and 71 MeV, respectively. The corresponding electron
spectra for d ¼ 5:3 nm are shown in Fig. 1(b). It can be
clearly seen that circularly polarized irradiation results in a
pronounced reduction in the number of highly ener-
getic electrons as expected. To illustrate the consequent
impact on the acceleration of ions, experimentally ob-
served proton and carbon spectra are plotted in Figs. 2(a)
and 2(b) for linear and circular polarization at the opti-
mum foil thickness. A monotonically decaying spectrum
is obtained for both protons and carbon ions in the case
of linear polarization. In contrast, when the laser polar-
ization is changed to circular the spectrum of fully ionized
carbon C6þ atoms [Fig. 2(b)] reveals two components. In
addition to the continuously decreasing low energetic ion
population reaching up to 20 MeV, a distinct peak is
seen at higher energies, centered around 30 MeV. We
deduce a conversion efficiency of 2:5% to C6þ ions
within the peak energy interval 20–40 MeV and a beam
of half angle 9, in good agreement with the corre-
sponding value predicted by  ¼ 2I0=ðc2dÞ ’ 3:7%
[14]. The spectral spike of C6þ ions was repeatedly ob-
served in consecutive shots at the optimum foil thickness of
5.3 nm and circular polarization, whereas the shape of the
proton spectrum was not affected when varying the
polarization.
FIG. 1 (color). (a) Experimentally observed maximum proton
(green dotted line, light green dotted line) and carbon C6þ (red
dotted line, orange dotted line) energies per atomic mass unit
over target thickness for linearly and circularly polarized irra-
diation. Gray dotted lines represent the respective values ob-
tained from 2D PIC simulations. Corresponding electron spectra
measured at the optimum target thickness d ¼ 5:3 nm are given
in (b), showing a strong reduction in electron heating for
circularly polarized irradiation.




In order to support our experimental findings, two-
dimensional PIC simulations were carried out. The DLC
foil targets were modeled by a solid density (ne=ncr ¼
500), rectangularly shaped plasma slab of zero initial
electron temperature, composed of 90% C6þ ions and
10% protons in number density. The laser pulse is of
Gaussian shape in both the spatial distribution in the focal
plane as well as in time, with a FWHM diameter of 4 m
and a FWHM duration of 45 fs, resulting in a peak intensity
of I0 ¼ 5 1019 W=cm2. A simulation domain of size
10 m in transverse (y) and 20 m in longitudinal (x)
dimension was used, subdivided into a grid of 1200
10 000 cells each occupied by 2000 particles. In the fol-
lowing, PIC simulation times are given relative to t ¼ 0,
when the peak of the laser pulse reaches the initial position
of the target (x ¼ 3).
The calculated carbon spectra are presented in Figs. 2(c)
and 2(d) for linearly and circularly polarized irradiation. To
account for the small solid angle of observation of the
Thomson parabola spectrometer, only particles propagat-
ing in forward direction within a cone of half angle 0.01 rad
were considered for the simulated graphs. A continuously
decaying spectrum is generated in the case of linear polar-
ization, which agrees well with the experimental result
[Figs. 2(a) and 2(c)]. This scenario changes drastically
when circular polarization is used. As shown in Fig. 2(d),
an isolated, quasimonoenergetic peak emerges in this con-
figuration at the end of the laser-target interaction (black
line, t ¼ 45 fs). In the carbon ion phase space [Fig. 3(b)], a
significant amount of particles is located in a discrete area,
constituting a rotating structure. The series of loops origi-
nates from the continuing front side acceleration and the
ballistic evolution of the target, thus giving clear evidence
of radiation pressure to be the dominant acceleration force
[11–18]. This is in strong contrast to the use of linear
polarization, where at that moment the carbon ion phase
space already forms a continuous, straight line [Fig. 3(a)].
The striking difference in the acceleration dynamics can
also be directly inferred when examining the electron and
ion density distributions as observed in our simulations
(Fig. 4). For use of circular polarization, the electron
population maintains its structure as a thin layer of high
density being pushed by the laser in forward direction. As a
consequence, carbon ions copropagate with the com-
pressed electron cloud and the whole focal volume is
accelerated as a quasineutral dense plasma bunch by the
laser radiation pressure. Since all ion species move at equal
velocity, RPA-driven protons attain only 30=12¼2:5MeV
energy, thus not being visible in the continuous experimen-
tal spectrum reaching up to 10 MeV [Fig. 2(b)]. This
scenario is contrary to the case of linear polarization
[Figs. 4(a) and 4(c)], where the foil electrons are heavily
heated by the laser. Accordingly, electrons have already
FIG. 3. Carbon ion phase space at the end of the laser-target
interaction (t ¼ 45 fs). A significant amount of particles form a
distinct loop in the case of circular polarization (b), giving
evidence of a phase-stable acceleration driven by the laser
radiation pressure.
FIG. 4 (color). Cycle-averaged electron (a),(b) and carbon
ion (c),(d) density at t ¼ 61 fs after the peak of the laser pulse
reached the 5.3 nm target initially located at x ¼ 3. While
linear polarization results in strong expansion of the target
caused by hot electrons, for circularly polarized irradiation the
foil is accelerated as a dense, quasineutral plasma bunch.
FIG. 2 (color). Experimentally observed proton (green curves)
and carbon C6þ (red curves) spectra in the case of linear (a) and
circular (b) polarized irradiation of a 5.3 nm thickness DLC
foil. The corresponding curves as obtained from 2D PIC
simulations (c),(d) show excellent agreement with the measured
distributions at late times (red curves, t ¼ 221 fs after the arrival
of the laser pulse maximum at the target). A quasimonoenergetic
peak generated by radiation-pressure acceleration is revealed for
circular polarization, being still isolated at the end of the laser-
target interaction (black curve, t ¼ 45 fs).




spread significantly and the electron density in the focal
spot center, where electrons gain their highest energies, is
considerably reduced. Although the acceleration of carbon
ions is still asymmetric, favoring the laser forward direc-
tion (see also [7]), it is dominated by the sheath field of the
expanding electrons.
However, given the laser parameters used in the pre-
sented experiment, the narrow isolated quasimonoener-
getic peak in the carbon spectrum as it is present right
after the end of laser-target interaction does not preserve its
shape upon further propagation of the ion beam [Figs. 2(b)
and 2(d)]. Even though the apex energy stays constant, the
spectral distribution broadens and partially merges with the
low energetic ion population which at this point still gains
energy, resulting in the carbon ion spectrum as observed
experimentally. This behavior can be attributed to the
considerable deformation of the foil plasma by the tightly
focused Gaussian laser spot [Figs. 4(b) and 4(d)]. Owing to
the thus no longer normal but rather oblique incidence on
the bent plasma surface, particularly at the end of the laser-
target interaction, perpendicular electric field components
are present. Those efficiently heat electrons located in the
warped spatial regions, which then quickly spread around
the target, causing the monoenergetic peak in the carbon
spectrum to broaden as well as ions in the low energetic
part of the distribution to gain further energy and close the
gap to the RPA-generated population. We note that this
temporal evolution of the foil plasma shape was already
discussed theoretically in [14], where in order to prevent
the distortion of the ion spectrum an upper limit for the




176 fs. Even though the laser pulse duration used in the
presented experimental study is significantly shorter than
tmax, a spectral deformation is still observed, taking place
after the end of the laser-target interaction. In the near
future, this might be compensated for by properly shaping
the laser focal spot distribution [25] and/or the nanometer-
thin foil target [26]. Additionally, increasing the intensity
to 7 1021 W=cm2 is expected to result in a stabilization
of the monoenergetic feature due to plasma instabilities
[27], while beyond 1023 W=cm2 RPA is predicted to be-
come dominant even for linear polarization with a laser-to-
ion conversion efficiency approaching unity in the highly
relativistic limit [28].
In summary, we have presented experimental investiga-
tions on ion acceleration from nanometer-thin DLC foil
targets irradiated by linearly and circularly polarized,
highly intense laser pulses. A strong decrease in the num-
ber of hot electrons is observed for use of circular polar-
ization, resulting in a pronounced peak centered at 30 MeV
in the carbon C6þ ion spectrum at the optimum foil thick-
ness of 5.3 nm, which is in excellent agreement with the
condition a0 ’  [16]. Compared to [8], we demonstrate a
more than 40 times increase in conversion efficiency when
considering an identical energy spread around the apex.
Two-dimensional PIC simulations have been carried out,
giving clear evidence that those ions are for the first time
dominantly accelerated in a phase-stable way by the laser
radiation pressure. Being recently widely studied in theory,
our comparative measurements provide the first experi-
mental proof of the feasibility of radiation-pressure accel-
eration to become the dominant mechanism for ion
acceleration when circular polarization is used. These
results are a major step towards highly energetic, mono-
chromatic ion beams generated at high conversion efficien-
cies as demanded by many potential applications. Those
include fast ignition inertial confinement fusion (ICF) as
well as oncology and radiation therapy.
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